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necessary, special arrangements shall
be made for this purpose.

[CGFR 68–60, 33 FR 10060, July 12, 1968, as
amended by CGFR 68–126, 34 FR 9014, June 5,
1969]

§ 42.13–45 Verification of marks.

(a) The International Load Line Cer-
tificate (1966) shall not be delivered to
the vessel until § 42.07–5 has been fully
complied with under the authority and
provisions of subparts 42.07 and 42.09 of
this part.

[CGFR 68–60, 33 FR 10060, July 12, 1968, as
amended by CGFR 68–126, 34 FR 9014, June 5,
1969]

Subpart 42.15—Conditions of
Assignment of Freeboard

§ 42.15–1 Information to be supplied to
the master.

(a) The master of every new vessel
shall be supplied with sufficient infor-
mation in a form approved by the as-
signing and issuing authority, to en-
able him to arrange for the loading and
ballasting of his vessel in such a way as
to avoid the creation of any unaccept-
able stresses in the vessel’s structure:
Provided, That this requirement need
not apply to any particular length, de-
sign or class of vessel where the Com-
mandant considers it to be unnecessary
and so notifies the assigning and
issuing authority.

(b) The master of every new vessel,
which is not already provided with sta-
bility information under an inter-
national convention for the safety of
life at sea in force, shall be supplied
with sufficient information in a form
approved by the Commandant, to give
him guidance as to the stability of the
vessel under varying conditions of serv-
ice, and a copy shall be furnished to
the Commandant.

[CGFR 68–60, 33 FR 10060, July 12, 1968, as
amended by CGFR 68–126, 34 FR 9014, June 5,
1969]

§ 42.15–5 Superstructure end bulk-
heads.

(a) Bulkheads at exposed ends of en-
closed superstructures shall be of effi-

cient construction and shall be to the
satisfaction of the assigning authority.

[CGFR 68–60, 33 FR 10060, July 12, 1968, as
amended by CGFR 68–126, 34 FR 9014, June 5,
1969]

§ 42.15–10 Doors.
(a) All access openings in bulkheads

at ends of enclosed superstructures
shall be fitted with doors of steel or
other equivalent material, perma-
nently and strongly attached to the
bulkhead, and framed, stiffened and
fitted so that the whole structure is of
equivalent strength to the unpierced
bulkhead and weathertight when
closed. The means for securing these
doors weathertight shall consist of gas-
kets and clamping devices or other
equivalent means and shall be perma-
nently attached to the bulkhead or to
the doors themselves, and the doors
shall be so arranged that they can be
operated from both sides of the bulk-
head.

(b) Except as otherwise provided in
these regulations, the height of the
sills of access openings in bulkheads at
ends of enclosed superstructures shall
be at least 15 inches above the deck.

[CGFR 68–60, 33 FR 10060, July 12, 1968]

§ 42.15–15 Positions of hatchways,
doorways and ventilators.

(a) For the purpose of this part two
positions of hatchways, doorways and
ventilators are defined as follows:

(1) Position 1: Upon exposed free-
board and raised quarter decks, and
upon exposed superstructure decks sit-
uated forward of a point located a
quarter of the vessel’s length from the
forward perpendicular.

(2) Position 2: Upon exposed super-
structure decks situated abaft a quar-
ter of the vessel’s length from the for-
ward perpendicular.

[CGFR 68–60, 33 FR 10060, July 12, 1968, as
amended by CGFR 68–126, 34 FR 9014, June 5,
1969]

§ 42.15–20 Cargo and other hatchways.
(a) The construction and the means

for securing the weathertightness of
cargo and other hatchways in positions
1 and 2 shall be at least equivalent to
the requirements of §§ 42.15–25 and
42.15–30.
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